MD 355 IS ASSUMED TO RUN
IN A NORTH-SOUTH DIRECTION

INSTALLATION DETAIL
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PHASING NOTES:

1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
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TRUCTION DETAILS
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INSTALL 23 FT. STEEL POLE WITH A 64 FT. MAST ARM, TRAFFIC SIGNAL HEADS.,
POLE MOUNTED CABINET AND CONTROLLER., CONTROL AND DISTRIBUTION EQUIPMENT,
3 FT. X 4 FT. X 4 IN. CONCRETE PAD (INSTALL 2-3 IN. SCHEDULE 80,
CHLORIDE ELECTRICAL CONDUIT BENDS IN POLE BASE).

INSTALL HANDHOLE. 7
INSTALL 3 IN. SCHEDULE 80, RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUI
INSTALL 3 IN. SCHEDULE 80. RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUI
AVOID DISTURBANCE OF EXISTING LOOP DETECTORS WHEN INSTALLING CONDUIT.
PROPOSED OVERHEAD ELECTRICAL SERVICE BY ALLEGHANY POWER.

USE EXISTING HANDHOLE.

USE EXISTING CONDUIT.

USE EXISTING POLE MOUNTED CABINET AND CONTROLLER.

INSTALL 24 IN. WHITE THERMOPLASTIC PAVEMENT MARKINGS (STOP LINE).
INSTALL 5 IN. YELLOW THERMOPLASTIC PAVEMENT MARKINGS FOR 100 FT. ON WALSER DR..
REMOVE EXISTING R1-1 SIGN FROM LIGHT POLE.

INSTALL W3-3 “SIGNAL AHEAD” SIGN (36 IN. X 36 IN.) WITH

TRENCHED ).

T
T (SLOTTED).

AND FLAGS ON ONE 4 IN. X 6 IN. TREATED WOOD POST APPROXIMATELY 295 FT. IN ADVANCE
OF THE INTERSECTION ON MD 355.

REMOVE EXISTING PAVEMENT MARKINGS BEYOND STOP LINE.

INSTALL 3 IN. SCHEDULE 80, RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT (BORED).
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GENERAL NOTES o N

1. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS = Sg
ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR |
SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO THE -

CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD.

I[F THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND

THE TRAFFIC SIGNAL WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE

PROJECT ENGINEER IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED.
2. INSTALL CONDUIT PRICR TO THE INSTALLATION OF PAVEMENT MARKINGS.
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